
STREET LIGHT POLES WITH PASSIVE SAFETY CHARACTERISTICS, 
ACCORDING TO PN-EN 12767

ROLLED ALUMINIUM TUBE, WITH ARM, SwAL-PS,  NE-B CATEGORY

 PN-EN 12767:2019:Passive safety classification according to
 100NE-B-S-SE-SD-0; 70NE-B-S-SE-SD-0; 50NE-B-S-SE-SD-0;

(  PN-EN 12767:2007: 100NE3; 70NE3; 50NE3;)Passive safety classification according to
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TYPE
W H H1

H /H2 3

AL

H /H2 3

AL-X, AL-Y
R(max) tbl Ød/DE

m*
a x h
TYPE

m m m m m m mm mm kg m

S-60SwAL-PS

0,5

6 4,0 1,75/0,25 --/2,0

-

4 60/145

20
0,43 x 1,2

F120PS-NE
1,0 0,65 21

1,5 1,3 21,3

S-70SwAL-PS

0,5

7 5,0 1,75/0,25 --/2,0

-

4 60/145

22,5
0,43 x 1,2

F120PS-NE
1,0 0,65 23,5

1,5 1,3 24,8

S-80SwAL-PS

1,5

8 6,0 1,75/0,25 --/2,0

1,3

5 60/150

31,7
0,43 x 1,5

F150PS-NE
2,0 1,3 32,3

2,5 1,3 32,8

S-90SwAL-PS

1,5

9 7,0 1,75/0,25 --/2,0

1,3

5 60/180

36,7
0,43 x 1,5

F150PS-NE
2,0 1,3 37,3

2,5 1,3 37,8

S-100SwAL-PS

1,5

10 8,0 1,75/0,25 --/2,0

1,3

5 60/180

41,7
0,43 x 1,5

F150PS-NE
2,0 1,3 42,3

2,5 1,3 42,8

S-110SwAL-PS

1,5

11 9,0 1,75/0,25 --/2,0

1,3

5 60/180

65,5
0,43 x 1,5

F150PS-NE
2,0 1,3 66,3

2,5 1,3 67,1

S-120SwAL-PS

1,5

12 10,0 1,75/0,25 --/2,0

1,3

5 60/180

69,1
0,43 x 1,5

F150PS-NE
2,0 1,3 69,9

2,5 1,3 70,7

* - The technical data is listed for single-arm bracket poles:
     - W = 0,5m type AL bracket, 
     - W = 1,0m type AL-Y bracket, 

     - W ≥ 1,5m type AL-X bracket.
** - Data for single arm brackets.
Ød, α° - Other assembly diameters and inclination angles should be specified in the inquiry or order.
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* - Sizes listed for H≤7m poles.
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STREET LIGHT POLES WITH PASSIVE SAFETY CHARACTERISTICS, 
ACCORDING TO PN-EN 12767

ROLLED ALUMINIUM TUBE, WITH ARM, SwAL-PS,   NE-B CATEGORY
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TYPE

W
Weight of 
luminaire/

bracket

Wind Zone, EN 1991-1-4
MF2Permissible surface of luminaires [m ]

m kg
I ≤300 m

a.s.l.
I ≤500 m

a.s.l.
II ≤300 m

a.s.l.
III ≤950 m

a.s.l.
kNm

  Single arm bracket

S-60SwAL-PS 1,5 15 0,350 0,191 0,119 0,076 5,3

S-70SwAL-PS 1,5 15 0,239 0,106 0,048 0,017 5,3

S-80SwAL-PS 1,5 15 0,525 0,332 0,243 0,185 12,0

S-90SwAL-PS 1,5 15 0,487 0,306 0,224 0,169 15,0

S-100SwAL-PS 1,5 15 0,454 0,282 0,206 0,155 15,0

S-110SwAL-PS 1,5 15 0,425 0,262 0,165 0,103 15,0

S-120SwAL-PS 1,5 15 0,382 0,162 0,079 0,032 15,0

  Double arm bracket

S-60SwAL-PS 1,5 15 0,630 0,310 0,146 0,056 5,3

S-70SwAL-PS 1,5 15 0,350 0,072 - - 5,3

S-80SwAL-PS 1,5 15 0,962 0,572 0,396 0,284 12,0

S-90SwAL-PS 1,5 15 0,882 0,516 0,356 0,252 15,0

S-100SwAL-PS 1,5 15 0,814 0,402 0,218 0,110 15,0

S-110SwAL-PS 1,5 15 0,574 0,192 0,026 - 15,0

S-120SwAL-PS 1,5 15 0,336 0,018 - - 15,0

Strength data
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 PN-EN 12767:2019:Passive safety classification according to
 100NE-B-S-SE-SD-0; 70NE-B-S-SE-SD-0; 50NE-B-S-SE-SD-0;

(  PN-EN 12767:2007: 100NE3; 70NE3; 50NE3;)Passive safety classification according to
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* - Sizes listed for H≤7m poles.
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